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JiH Huang Machinery Industrial Co., Ltd Company profile

Jih Huang machinery industrial Co., Ltd was established since 1979. Located in Yung Kang, Tainan, Taiwan. We have dedicated outstanding engineering team and innovate of blow
molding machine design.We build blow molding machine from 5 milliliter bottle up to 1000 liter industrial containers

More than three decades of experiences in plastic machinery manufacturing, we become one of leading blow molding machine builder in local market, we had started to

develop our own “All electric driven coextrusion blow molding machine since 2002. With continues improvement and experience learning, our patented toggle mechanism all
electric driven blow molding machine start launch international market since 2007. and it became state of art performance up to date

We provide various kinds of custom-made machinery to meet customer's demands through our carefully built and well trained team of professionals sales/service and strategicallywith
worldwide located representatives, thus enabling us to implement our goal of produce zero defect quality.
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‘FMA Series

BLOW MOLDING MACHINE

The Jih Huang evolution line has expressly been conceived for the production of large containers, such as: 220 liter L-ring drums, technical parts, fuel tanks and containers up to 1000 liter:
These machines can combine with heads up to 80 liter capacity (capable of processing the latest polymers VHMWPE, etc.) extruders up to 120mm.
With: single to six layers co-extrusion 50 up to 1000 liter product volumes barrier, recycling or special usage continuous or Accumulating type
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220Liter Drums
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3DX deformable die ring thlckness 2 Layer wall distribution
control system

Bottom Blow System

For close-head drumsthis bottom blow
system is use for expending of parison, mold
the bung thread, un-screw hydraulic motor
and lower the blow pin set in order to
discharge the drums from mould.
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All Electric Driven Blow Molding Machine

Because of the globe energy crisis, energy saving is a long tern goal for all Industry to reduce their long term operating cost. As a response to the trend of this requirement, we
started to develop our own state of art “ All Electrical Driven Blowmolding Machine” to meet the industrial needs.

The all electric driven blow Molding Machine EBMC Series reflects the aggressive stance of enterprises towards the recent environmental problems. The energy savings and clean
properties of the equipment itself have come to be strongly demanded in the plastic molding and processing industries. On the other hand, there has long been a need, plus
stronger demand for a more accurate, highly efficient and high quality blow molding machine, which will cut production costs. Electric-powered blow molding machine development
Is currently proceeding at an extremely rapid speed. The |IH HUANG machinery Industries has also launched the medium-sized all electric blow molding machines “EBMC Series”
into the market.

The EBMC Series concept is “High speed and power performance blow molding machines which are gentle to the environment”. This series is in addition to the conventional
hydraulic blow molding machines. The features of the “EBMCSeries” are introduced as below:

EBMC-35T Electric drive | parison head

Multi layer blowing machine

a. Multi layer, double station for agrochemical
jerry can blow molding.

b. Article size 20 Iiter

c. Auto deflash punch station with mask

d. Material handling system

e. Both station product discharge grippers

f. Product one way discharge conveyor

g. Scrap one way discharge conveyor.

h. 10 station post cooling unit

I. Automatic neck trim unit.

J. Leak tester
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Machine power consumption Compare

All electric automatic blow molding machine advantage:
| .Patented Toggle mechanism
AC servo motor driven energy saving toggle type clamping system.
2.Low noise level and easy maintenance
Without hydraulic system, machine do not making continuous noise, also no oil leak problem
3.Less energy consumption (30% Energy saving) The all-electric blow molding machine consumes power only when
AC motor runs, During stand by no power is consumes.
4.High precision on line adjust process
Precision up to 0.0 mm, and repeatability in every molding cycle,
5.High efficiency, low defect rate.
6.Clean and hygiene
No hydraulic oil contamination to end product, can be set up to run in clean room.
7.Internet remote assist available

[ Hydraulic machine

B All electric machine
Power Consumption KWH

Blow pins Multi layer extruders




4 stations post cooling

EBMC-35T Automatic blowing machine
Article size : |5L 201 &25L

Pasion cutter Extruder platform
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N© of layer Inner layer /——o——————3  outer layer Application

Mayonnaise 6 LDPE REG AD EVOH AD LDPE Anti-Oxidation, Recycle
Food, soft drink PP AD EVOH AD REG PP Anti-Oxidation, Odor prevention
Fuel / Petrol HDPE AD EVOH AD HDPE Perspire prevention

BE AD EVOH AD BP - Odor permeance prevention
EVOH AD REG - e Anti-chemical, Recycle
HDPE AD E = Gloss, Recycle, Anti-oxidation
EVOH AD REG Anti-absorption, Recycle
HDPE AD EVOH Anti-Oxidation, Gloss, Printability
EVOH AD PP Anti-Oxidation,
HDPE REG HDPE Gloss, Recycle, Pigment saving
HDPE HDPE (color) Light blocking, Anti-extraction

Fragrance

Agrochemicals

Sunscreen

Food w/lemon juice

Cosmetics, Mascara

Cosmetics

Shampoo

Chemical
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*REG: Recycle layer AD : Adhesion layer EVOH: Barrier layer PP, HDPE resin can be inversed depend on product content.

3 Layer measure 5 Layer measure 7 Layer measure

A
4

3 layer pinch off welding ne: ) 6 Layer measure




a. For agrochemical bottle blow melding machine.
b 10T Article size - 2350 mil to | liter
6T Article size -3 liter to 5 lier
C. Auto deflash punch station with mask
d. Material handling system
e. Both stetion product discharge grippers
f. Product one way discharge conveyor
E- Scrap one way discharge conveyor.
h. Automatic neck trim unit.

i. Leak tester,
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The JIH HUANG

blow molding machine will efficiently create products for the following markets




Specification

Automatic All Electric Driven Multi Layer Blowing Machine

Description

Article Size (Max.) 2 0.25 0.5 1 2* 5 o# 10 20 25 30 50
Platem Size (Wx H) mm. 230x260 320x350 320x430 320x430 400x460 400x460 500x560 540x600 540x610 540x623 800x800
Daylight opening (Min/Max.) mm. 206/316 260/480 260/480 260/480 260/500 260/500 260/510 510/950 510/950 510/950 610/1150
Inner layer extruder mm. 30 30 40 40 50 50 60 75 75 75 a0
Regrind layer extruder mm. 50 60 60 60 &0 &0 75 a0 o0 100 100
Outter layer extruder mm. 30 30 40 40 50 50 60 75 75 75 90
View strip extruder mm. 30 30 30 30 30 30 30 30 40 40 NA
Plasticizing Output rate kg/h 40 48 i LS 130 130 236 450 450 500 500
Reducer gear box Ratio 1:::25 1:25 1225 1:25 1:25 1325 1:25 1325 1:25 1:25 1:25
Hydraulic system optional HP NA NA NA NA NA NA NA 3 S Sx Sk
Dry cycle sec. 1.8 2.0 2.0 22 2.2 2.4 2.8 3.5 3.5 4.2 4.2
Maximun close speed mm/sec 600 500 500 500 500 500 420 420 420 400 350
Average power consumption | KWH 10.2 11.5 13 23.5* 19 269* 30 54.7 56.5 60.5* 75
Pneumatic Bar 8 8 8 ] 8 8 8 8 8 8 8
Machine length mm. 3200 4400 5200 5300 5420 5420 5520 6700 6700 6880 7100
Machine width mm. 3458 3955 4668 4700 4878 4878 4478 4340 4350 5385 6010
Machine height mm. 3142 3025 3535 3850 3895 3895 3895 4425 4450 4368 5200
Machine weight ton 6 75 95 11 16

*Multi layer (4 layers) ** Provide Utility hydraulic actuator use only.
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VARIETIES OF WALL STRUCTURE

In compliance with customer’s requirements.

Accumulator head

. 2-layer for stability

. GREEN,natural color for the stability of storage.
. B tcrior decorating layer.
CA(EE)FB(RESS)

.3-layer for recycling

.GREEN, natural color for the neutral of products
YELLOW,pure recycling layer.

..écorating layer.

AlgEe)HB(Ees) +C(RERE)

.6-layer for barrier performance
.GREENoriginal material for neutral.
ORBRIGE adheesive material to intergrate barrier and surface layer.

YELLOW.barrier layer for permeation proof.

REEEEE; cling layer. CTn—
B crior layer of rigidity.

A(RE) BEEN)HCam) +BEEN) +D(Edr) +E(RRERE)
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MACHINERY INDUSTRIAL CO., LTD.

Mo. 42, Ming Dong Rd., Yung Kang. Tainan, Taiwan R. O. C.
TEL:BB6-6-2533648-%

FAX 886-6-2425890

E-mail:sales{@jihhuang.com

http:/fwww_ jihhuang.com
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